
PUMP OPERATION & MAINTENANCE MANUAL 

H-Series Sanitary and Hygienic Air Diaphragm Pumps



 

7I All-Flo Pump Co. 
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Max. Flow: 7.9 gpm (30 lpm)
Max. Air Pressure: 120 PSI (8.2 bar)
Max. Solids: 1/8" (3 mm)
Max. Suction Lift Dry: 4.9 ft-H2O (1.5 m-H2O)
Max. Suction Lift Wet: 29.5 ft-H2O (9 m-H2O)
Weight: 11 lbs (5 kg)
Air Inlet: 1/8"
Liquid Inlet: 3/8"
Liquid Outlet: 3/8"
Height 12.5" (317 mm)
Width: 6.5" (165mm)
Depth: 5.9" (150 mm)

H038 Performance Specifications

Max. Flow: 14.5 gpm (55 lpm)
Max. Air Pressure: 120 PSI (8.2 bar)
Max. Solids: 3/16" (5 mm)
Max. Suction Lift Dry: 9.8 ft-H2O (3 m-H2O)
Max. Suction Lift Wet: 29.5 ft-H2O (9 m-H2O)
Weight: 17.6 lbs (8kg)
Air Inlet: 1/4"
Liquid Inlet: 1/2"
Liquid Outlet: 1/2"
Height 17.2" (248 mm)
Width: 10.4" (264mm)
Depth: 9.1" (230mm)

H050 Performance Specifications

Max. Flow: 33 gpm (125 lpm)
Max. Air Pressure: 120 PSI (8.2 bar)
Max. Solids: 5/16" (8 mm)
Max. Suction Lift Dry: 13.1 ft-H2O (4 m-H2O)
Max. Suction Lift Wet: 29.5 ft-H2O (9 m-H2O)
Weight: 21 lbs (9.7 kg)
Air Inlet: 1/4"
Liquid Inlet: 1"
Liquid Outlet: 1"
Height 19" (483mm)
Width: 11.3" (287mm)
Depth: 10.1" (256mm)

H100 Performance Specifications
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